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GENERAL NOTES:

MECHANICAL INFORMATION IS NOT LIMITED TO THE MECHANICAL
DRAWINGS. CONTRACTOR SHALL BE RESPONSIBLE FOR INFORMATION
ON ALL OTHER CONSTRUCTION DOCUMENTS INCLUDING DRAWINGS BY
OTHER DISCIPLINES AND SPECIFICATIONS.

A - EACH DRAWING SHEET AND THE SPECIFICATIONS HAVE BEEN
PREPARED TO SUPPLEMENT EACH OTHER AND THEY SHALL BE
INTERPRETED AS AN INTEGRAL UNIT WITH ITEMS SHOWN AND NOTED
ON ONE AND NOT THE OTHER BEING FURNISHED AND INSTALLED AS
THOUGH SHOWN AND CALLED OUT IN ALL PLACES. ITEMS IN
SPECIFICATIONS OR DRAWINGS LISTED WHICH ARE DIFFERING IN
EFFICIENCY OR QUALITY SHALL BE HELD TO THE GREATEST OF:
EFFICIENCY, QUALITY OR GOVERNING CODE.

B - THE CONTRACTOR WILL BE HELD RESPONSIBLE FOR THE
INSTALLATION OF THE SYSTEMS ACCORDING TO THE TRUE INTENT AND
MEANING OF THE CONTRACT DOCUMENTS.

C - THE CONTRACTOR SHALL INSTALL ALL EQUIPMENT WITH PROPER
SERVICE ACCESS AND CLEARANCES ACCORDING TO MANUFACTURERS
RECOMMENDATIONS. THE CONTRACTOR SHALL REVIEW SUPPLIERS BID
PACKAGES FOR COMPLETENESS AND COMPLIANCE TO THE
SPECIFICATIONS, SCHEDULES, AND DESIGN INTENT (ALL EQUIPMENT
AND METHODS). THE CONTRACTOR SHALL REMOVE AND REINSTALL
CORRECTLY AT HIS OWN EXPENSE ANY EQUIPMENT NOT IN
COMPLIANCE.

D - THE CONTRACTOR SHALL CONSULT MANUFACTURERS
INSTALLATION INSTRUCTIONS FOR SIZES, METHODS, ACCESSORIES,
AND CLEARANCES IN SPACE AVAILABLE PRIOR TO BIDDING PROJECT.

E - ANYTHING NOT CLEAR OR IN CONFLICT WILL BE EXPLAINED BY
MAKING APPLICATION TO THE ENGINEER IN WRITING.

ANY AND ALL ALTERATIONS TO THE SYSTEM SHOWN SHALL BE THE
RESPONSIBILITY OF THIS CONTRACTOR. ARCHITECT SHALL BE
NOTIFIED IN WRITING PRIOR TO CHANGES.

CONTRACTOR SHALL FIELD VERIFY ALL DIMENSIONS AND LOCATIONS.

THE WORKING DRAWINGS ARE DIAGRAMMATIC. THEY DO NOT SHOW
EVERY OFFSET, BEND, OR ELBOW NECESSARY FOR THE COMPLETE
INSTALLATION IN THE SPACE PROVIDED. ALL LOCATIONS FOR
MECHANICAL EQUIPMENT SHALL BE FIELD VERIFIED AND
COORDINATED WITH ALL DRAWINGS. THE CONTRACTOR SHALL
PROVIDE OR COORDINATE WITH THE GENERAL CONTRACTOR
PROVISIONS FOR BLOCKOUTS OR CORE DRILLS THROUGH STRUCTURE.

THE INSTRUCTION TO "PROVIDE" ALSO INCLUDES INSTALLATION.

MECHANICAL CONTRACTOR SHALL PROVIDE AND INSTALL SMOKE AND
FIRE DAMPERS AS REQUIRED BY LOCAL CODES AND AUTHORITIES.

SHEET METAL DUCT SIZES SHOWN ON DRAWINGS ARE FREE AREA
DIMENSIONS.

PROVIDE AND INSTALL BALANCING DAMPERS IN ALL SUPPLY AND
EXHAUST AIR BRANCH DUCTS. BALANCE TO CFM SHOWN ON PLAN.

SEE ARCHITECTURAL REFLECTED CEILING PLAN FOR EXACT LOCATION
OF DIFFUSERS AND GRILLES.

PROVIDE TURNING VANES IN ALL ELBOWS OF RECTANGULAR DUCT.

THE CONTRACTOR SHALL ASSUME ALL RESPONSIBILITY IN HANDLING
AND DISPOSING OF REFRIGERANTS, OILS, ETC. ALL SUCH MATERIALS
SHALL BE HANDLED, DISPOSED, AND USED IN ACCORDANCE WITH ALL
LOCAL, STATE, AND FEDERAL LAWS.

THE MECHANICAL CONTRACTOR SHALL VERIFY MOTOR VOLTAGES
WITH THE ELECTRICAL DRAWING BEFORE ORDERING MOTORIZED
EQUIPMENT AND CONTROLS.

C.F.M. LISTED IS ACTUAL AIR.

SUPPLIERS SHALL REVIEW ALL DRAWINGS AND THE SPECIFICATIONS
PRIOR TO SUBMITTING PRICES TO THE CONTRACTOR. ALL QUESTIONS
AND DISCREPANCIES SHALL BE BROUGHT TO THE ENGINEERS
ATTENTION PRIOR TO BIDDING.

CONTRACTOR SHALL THOROUGHLY REVIEW AND SIGN SUBMITTALS
FOR COMPLETENESS AND COMPLIANCE TO THE SPECIFICATIONS
PRIOR TO ENGINEERS REVIEW. SUPPLIERS SHALL HIGHLIGHT OR MARK
ALL INFORMATION REQUIRED TO SHOW COMPLIANCE TO THE
SPECIFICATIONS. ALL REQUESTED EXCEPTIONS TO THE
SPECIFICATIONS, OR SCHEDULES SHALL BE CLEARLY NOTED AND
EXPLAINED. SUBMITTAL REVIEW AND ACCEPTANCE IS FOR DESIGN
CONCEPT ONLY, AND DOES NOT AT ANY TIME RELIEVE THE
CONTRACTOR OF RESPONSIBILITY TO MEET SPECIFICATIONS,
CAPACITIES, OR DESIGN INTENT.

ALL MECHANICAL SHALL BE INSTALLED AND CONFORM TO THE 2003
EDITION OF THE IMC WITH UTAH ANNOTATIONS AND LOCAL AUTHORITY
REQUIREMENTS.

THIS CONTRACTOR SHALL BE RESPONSIBLE FOR THE DRAINING DOWN
AND RE-FILLING OF ALL SYSTEMS NECESSARY TO COMPLETE THE
WORK OUTLINED BY THIS PROJECT.  THIS INCLUDES PROVIDING THE
REQUIRED CHEMICAL TREATMENT WHEN RE-FILLING THE SYSTEM.

G-1

G-2

G-3

G-4

G-5

G-6

G-7

G-8

G-9

G-10

G-11

G-12

G-13

G-14

G-15

G-16

G-17

MECHANICAL LEGEND
SYMBOL ABR. DESCRIPTION

EXISTING AIR DUCT TO REMAIN

EXISTING AIR DUCT TO BE REMOVED

NEW AIR DUCT

RECT. TO RECT. AIR DUCT TAKE-OFF

LINED DUCT

VANED ELBOW

CONCENTRIC DUCT TRANSITION

VOLUME DAMPER

RECT. TO RND. AIR DUCT TAKE-OFF

RND. TO RND. AIR DUCT TAKE-OFF

ECCENTRIC DUCT TRANSITION

ROUND DUCT DOWN

ROUND DUCT UP

EXHAUST DUCT DOWN

SUPPLY DUCT DOWN

RETURN OR OUTSIDE AIR DUCT DOWN

EXHAUST AIR INTAKE UP

SUPPLY DUCT UP

RETURN OR OUTSIDE AIR DUCT UP

D

R RAISE DUCT UP

LOWER DUCT DOWN

COIL

FLEXIBLE DUCT CONNECTION

SUPPLY AIR DIFFUSER
RETURN AIR, FRESH AIR, AND
TRANSFER AIR

ACCESS PANELAP

FLEXIBLE AIR DUCT

BURIED OR UNDER FLOOR DUCT

FILTER BANK

S

WALL MOUNTED THERMOSTAT

WALL MOUNTED TEMP. SENSOR

M MOTORIZED VOLUME DAMPER

BACKDRAFT DAMPERBD

MVD

BD

FD FIRE DAMPER

SMOKE DAMPERSD

FIRE & SMOKE DAMPERFS

F WALL MOUNTED FIRESTAT

WALL MOUNTED HUMIDISTAT

SA SUPPLY AIR

RA RETURN AIR

EA EXHAUST AIR

OA OUTSIDE AIR

MA MIXED AIR

FA FRESH AIR

AIR SIDE

RECT. TAKE-OFF AT END OF MAIN

RADIUS ELBOW

EXISTING EQUIPMENT TO BE REMOVED

EXISTING EQUIPMENT TO REMAIN

NEW EQUIPMENT

FLEXIBLE DUCT CONNECTION

CEILING MOUNTED EXHAUST FAN OR
EXHAUST GRILLE

RADIATION TYPE FIRE DAMPERRD

RF RELIEF AIR

SECTION DRAWN ON THIS SHEET

SECTION LETTER DESIGNATION

POINT OF CONNECTION

POINT OF REMOVAL

GENERAL TERMINOLOGY

AFF ABOVE FINISHED FLOOR

ACCESS PANELAP

CENTER LINE ELEVATIONC  EL.

CONTROL CONTRACTORCC

ELECTRICAL CONTRACTOREC

FIRE PROTECTION CONTRACTORFPC

GENERAL CONTRACTORGC

INVERT ELEVATIONINV. ELEV.

MECHANICAL CONTRACTORMC

NOT IN CONTRACTNIC

NOT TO SCALENTS

L

C COMMON

NC NORMALLY CLOSED

NO NORMALLY OPEN

A2

POC

POR

AH
1

D-1
CFM DESIGNATION WITH BALANCING

REGISTER, GRILLE OR DIFFUSER

CFM LISTED BELOW

R-1 WHERE BALANCING NOT REQUIRED
GRILLE, OR LOUVER DESIGNATION

REVISION DESIGNATOR AND NUMBER

KEY NOTE DESIGNATOR AND NUMBER1

1

MECHANICAL EQUIPMENT

EQUIPMENT ITEM DESIGNATION
DESIGNATION

ME-101
A

DESCRIPTIONABR.SYMBOL

DETAIL NUMBER DESIGNATION
CORRESPONDING WITH GRID
LOCATION

T

H
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DEMOLITION NOTES:

REMOVE EXISTING COMPUTER ROOM COOLING UNIT
AFTER NEW COMPUTER HVAC SYSTEM IS FUNCTIONING
PROPERLY.

AFTER NEW COMPUTER HVAC SYSTEM IS FUNCTIONING
PROPERLY.  REMOVE EXISTING ROOF MOUNTED
CONDENSING UNITS ASSOCIATED WITH EACH EXISTING
COMPUTER ROOM UNIT, ALSO REMOVE AND PATCH
REFRIGERANT LINE ROOF PENETRATIONS.

ALTERNATE #3: REMOVE EXISTING YORK ROOFTOP
UNIT AND ASSOCIATED DUCTWORK, CONTROLS, ETC.

ALTERNATE #2: REMOVE EXISTING CARRIER ROOFTOP
UNIT AND ASSOCIATED DUCTWORK, CONTROL, ETC.
COORDINATE WITH G.C. TO PATCH AND SEAL ROOF.

ALTERNATES #2&3: REMOVE ALL EXISTING SUPPLY AND
RETURN DUCTWORK, DIFFUSERS, GRILLES, ETC. IN THIS
AREA. FIELD VERIFY EXACT SIZE, LOCATION, ETC.
COORDINATE WITH G.C. TO PATCH AND SEAL ROOF.

REMOVE EXISTING PNEUMATIC THERMOSTAT SERVING
STEAM CONVECTOR, AND SALVAGE TO OWNER. SEE
ME101 FOR NEW THERMOSTAT.

ALTERNATE #2: REPLACE HVAC SYSTEMS INCLUDING
ROOFTOP, DUCTWORK, GRILLES, CONTROLS, ETC. RT-6
SERVING THE WEST OFFICES.

ALTERNATE #3: REPLACE HVAC SYSTEMS INCLUDING
ROOFTOP, DUCTWORK, GRILLES, CONTROLS, ETC. RT-5
SERVING THE SOUTH OFFICES.

1

2

3

4

5

6

7

8

GENERAL NOTES:

1. WHERE CONDUIT, CABLING, OR OTHER ITEMS ARE
SUPPORTED BY DUCTWORK, RE-HANG AND
RE-SUPPORT FROM STRUCTURE AFTER REMOVING
DUCTWORK. COORDINATE WITH ELECTRICAL
ENGINEER.

MECHANICAL GENERAL NOTES AND LEGENDS

http://www.hfsa.com
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8

9 80 x 16
PENETRATION

8

8

9 80 x 16
PENETRATION

10

T10

12 40 x 20
DUCT DROP

8
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9 30 x 16
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930 x 16
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8

8
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8
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(E) 1/2" HW / CW FOR EXISTING MOP SINK

1/2" CW UP TO ROOF
SEE DETAIL SHEET ME 501.
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(E) 1/2" HW / CW FOR EXISTING MOP SINK

1/2" CW UP TO ROOF
SEE DETAIL SHEET ME 501.
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DUCTWORK IN SYSTEMS WITH HUMIDIFICATION SHALL
BE WRAPPED, NOT LINED.

COORDINATE EXACT SIZE AND LOCATION OF ROOF
PENETRATION WITH STRUCTURAL. TRANSITION FROM
PENETRATION TO DUCT SIZE SHOWN ON PLANS.

PROVIDE NEW DDC THERMOSTAT FOR NEW ROOFTOP
COOLING UNIT. COORDINATE EXACT LOCATION WITH
OWNER, ARCHITECT, AND EXISTING CONDITIONS.

PROVIDE NEW PNEUMATIC THERMOSTAT FOR EXISTING
STEAM CONVECTOR IN THIS OFFICE.

PROVIDE RECTANGULAR RETURN AIR DUCT DROP
ALONG WALL. INSTALL LOW SIDEWALL RETURN AT 6"
AFF.

ALTERNATES 2 & 3 RUN DUCT TIGHT TO STRUCTURE.
COORDINATE WITH ARCHITECTS CEILING PLAN.

RE-LOCATE AND RE-DISTRIBUTE SPRINKLER HEADS TO
ACCOMMODATE CEILING REMOVAL, NEW DUCT, NEW
LIGHTS, ETC.. PROVIDE NEW HEADS AS NECESSARY.
SEE PERFORMANCE SPECIFICATION, SECTION 15300.

SHEET NOTES:

PROVIDE NEW HIGH EFFICIENCY PACKAGED ROOFTOP
UNIT. COORDINATE WITH G.C. TO CUT AND PATCH ROOF
FOR NEW DUCT PENETRATIONS. PROVIDE TRANSITION
FROM UNIT CONNECTION TO DUCT SIZES SHOWN ON
PLAN VIEW. CURB AROUND DUCT PENETRATIONS.

PROVIDE DUCT MOUNTED HUMIDIFIER.

PROVIDE DUCT DROP AND LOW SIDEWALL RETURN
GRILLE.

PROVIDE PACKAGED ELECTRIC STEAM GENERATOR.
MOUNT ON HIGH ON WALL ABOVE DOOR, AND PIPE PER
MANUFACTURERS RECOMMENDATIONS.

PROVIDE HOSE BIBB AT ROOF. PROVIDE SHUT-OFF
VALVE AND DRAIN VALVE IN MECHANICAL CLOSET
BELOW. SEE DETAIL ME501.

PROVIDE AUTOMATIC ISOLATION DAMPERS AT EACH
UNIT. COORDINATE WITH ATC.

COORDINATE EXACT LOCATION OF RETURN AIR DUCT
WITH AIR DISCHARGE OF EQUIPMENT BELOW.

ALTERNATE #2: REPLACE HVAC SYSTEMS INCLUDING
ROOFTOP (RT-6), DUCTWORK, GRILLES, CONTROLS, ETC.
RT-6 SERVING THE WEST OFFICES.

ALTERNATE #3: REPLACE HVAC SYSTEMS INCLUDING
ROOFTOP (RT-5), DUCTWORK, GRILLES, CONTROLS, ETC.
RT-5 SERVING THE SOUTH OFFICES.

RT-3 COORDINATE WITH STRUCTURAL FOR LOCATION
OF NEW ROOF MOUNTED STEEL BEAMS. DUCTWORK
FROM THIS UNIT SHALL TRANSITION TO MISS BEAM AND
CONNECT TO DUCT RISER FROM BUILDING. DUCT MAY
HAVE TO TEAR DROP AROUND BEAM. FIELD VERIFY
AFTER STRUCTURE IS EXPOSED.

http://www.hfsa.com
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1/2" CW TIE INTO EXISTING
FIELD VERIFY LOCATION

1/2" LINE DRAIN TO MOP SINK OR FLOOR SINK

1/2" CW   UP TO ROOF HYDRANT

ROOF HYDRANT DETAIL
SCALE: NONED1

NOTE: TAKE-OFFS SHOULD NOT BE INSTALLED CLOSER
THAN TWO WIDTHS TO ELBOWS OR INTERSECTIONS

NOTE: AREA OF A x B SHALL
BE EQUAL TO 1.5 x AREA BRANCH DUCT

LOCKING QUADRANT HANDLE OR
REMOTE CEILING OPERATOR WHERE
DAMPER IS INACCESSIBLE.

HIGH EFFICIENCY TYPE PRE-MANUFACTURED
TAKE-OFF WITH DAMPER.

RIGID ROUND
DUCT OR
DIFFUSER
COLLAR

INSULATED FLEX DUCT.
MAX LENGTH 6'-0".

CEILING DIFFUSER

D3 SQUARE-TO-ROUND TAKE-OFF DETAIL
SCALE: NONE

DETAIL
SCALE: NONE

SEE DETAIL

24 GA.

SEE DETAIL

INSULATION

FLEX DUCT

NYLON CLAMP OVER INSULATION

NYLON CLAMP OVER FLEX DUCT

C4

SUPPLY

RETURN

MANUAL VOLUME DAMPER
W/ LOCKING QUADRANT ON
ALL SUPPLY AIR DUCTS, AND
WHERE SHOWN FOR RETURN
AIR DUCTS.

AIR BRANCH
DUCT (TYPICAL)

MAIN AIR
DUCT

NOTE:
L=1/4 W (4" MINIMUM.)

45°

BRANCH DUCT TAKE-OFF
& DAMPER DETAIL
SCALE: NONEDUCT STRAP HANGER DETAIL

#10 x 3/4" SELF
TAPPING CADMIUM PLATED
SHEET METAL SCREWS TO
ANCHOR STRAPS TO DUCT.
ALL STRAPS TO BE TIGHT
AGAINST DUCT AND SUPPORT
MEMBERS. (TYPICAL)

SCALE: NONE

1"

1" x 18 GAUGE STRAP
HANGERS AT 8'-0"
SPACING.

1" x 18 GAUGE STRAP
HANGERS AT 8'-0"
SPACING.

NO POP RIVETS
ALLOWED

NOTE:
DUCT OUTSIDE OF BUILDING
ENVELOPE SHALL BE WRAPPED
EXTERNALLY AS PER THE
SPECIFICATIONS.

ATTACH SECURELY TO
STRUCTURE.

2"

2"

12"C.C.MAX.

2"

12"C.C.MAX.

C1

ENDS OF LINER SHALL BE
BUTTED FIRMLY TOGETHER.
ALL JOINTS, SEAMS, AND TEARS
SHALL BE COATED W/ ADHESIVE
DURING INSTALLATION.

NOT MORE THAN 2"
FROM EDGE OF LINER.

ALL ENDS OF LINER TO
BE COATED W/ ADHESIVE

DUCTLINER
ONE INCH THICK 1-1/2 LB
DENSITY FIBERGLASS.

TOP AND BOTTOM
SECTIONS OF LINER
SHALL OVERLAP THE
SIDES

GRIP NAILS SHALL BE
INSTALLED BY AIR
HAMMER OR BY
AUTOMATIC FASTENER
EQUIPMENT.

INSULATED PINS, FASTENERS
OR GRIP NAILS.

1" THICK
DUCT LINER

DUCT LINER DETAIL
SCALE: NONE

METAL FASTENERS

SHEET METAL DUCT

45°

MANUAL VOLUME DAMPER
W/LOCKING QUADRANT ON
ALL SUPPLY AIR DUCTS AND
WHERE SHOWN FOR RETURN
AIR DUCTS.

FASTEN RIGID DUCT
TO FITTING W/ #10x3/4"
SHEET METAL SCREWS.
DO NOT INTERFERE W/
VOLUME DAMPER
OPERATION.

INSULATION NOT SHOWN.
SEE SPECIFICATIONS.

INSULATION NOT SHOWN.
SEE SPECIFICATIONS.

SEAL SEAM WITH
HARD-CAST
DUCT SEALER.

SIZE CUT OUT ACCORDING
TO MANUFACTURERS
RECOMMENDATIONS

SCALE: NONE
HARD DUCT DIFFUSER DETAILD6

#10x3/4" SHEET METAL SCREWS

AIR BRANCH
DUCT (TYPICAL)

DIFFUSER

MAIN AIR DUCT

SUPPLY AIR FLOW

RETURN AIR FLOW

ROOFTOP UNIT DETAIL
SCALE: NONEA3

HUMIDIFIER INSTALLATION DETAILA5 SCALE: NONE

C5

2" INSULATED COPPER

"P" TRAP DRAIN
EVERY 20' OF PIPING
OR AT BOTTOM OF
VERTICAL RUN

SEE DETAIL "A"

PITCH MIN. 1" PER
12" BACK TO UNIT

        24"
CLEARANCE

1" ID HOSE

AIR GAP
1" COPPER (MIN.) PITCHED
1" PER 12" (MIN.) TO OPEN DRAIN

WATER IN 3/8"
COPPER  TYPE
WITH BALL VALVE

FUSED DISCONNECT
OR MAGNETIC BREAKER
WITHIN SIGHT OF UNIT

DETAIL "A"

HOSE CLAMP
FULL SIZE TEE

STEAM HOSE OR
COPPER

HOSE CLAMP
REDUCER

1/2" OR 3/8"
COPPER TUBE

TO DRAIN

  6"
MIN.

SOLDERED
JOINTS

ROOFTOP UNIT

EXISTING DOUBLE TEE CONCRETE ROOF

VENTED CONDENSATE DRAIN AND
TRAP.

AUTOMATIC ISOLATION
DAMPERS IN SUPPLY AND RETURN
FOR ROOFTOP UNITS RT-1, RT-2,
RT-3, RT-4.

FLEX DUCT CONNECTION
1" THICK DUCT LINER.

COORDINATE WITH G.C.
TO CUT, PATCH, AND
SEAL ROOF PIPE
PENETRATION

HOSE BIBB WITH VACUUM BREAKER
AND BACKFLOW PREVENTER

ROUTE TO NEAREST
FLOOR DRAIN

SUPPLY DUCT

COORDINATE WITH G.C. FOR
ROOF CUTTING, PATCHING,
REPAIR, ETC.

LIGHT

SPRINKLER

DIFFUSER

A1

COMPUTER ROOM
DIFFUSER ELEVATIONS
SCALE: NONE

1/2" BALL VALVE

1/2" CW
1/2" BALL VALVE

PROVIDE VIBRATION ISOLATORS AT
CORNERS AND MIDDLE OF UNITS BETWEEN
ROOFTOP UNIT AND STEEL STRUCTURE

SEE STRUCTURAL DRAWINGS FOR STEEL
STRUCTURE SIZES AND LOCATIONS ON
ROOF.

TRANSITION DUCT FROM BELOW IN SPACE
BETWEEN ROOF AND BOTTOM OF STEEL ROOF
SUPPORTS TO FIT UNIT OPENINGS.

CURB AROUND DUCT PENETRATIONS IN ROOF.
PATCH AND SEAL AIR AND WATER TIGHT.

UNISTRUT SUPPORT

http://www.hfsa.com
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ELECTRIC STEAM GENERATOR
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STEAM
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ELECTRICAL

BASIS OF DESIGN NOTES

LBS/ HR VOLT/Ø/HZ AMPS BREAKER KW

SG
1

RT-1, RT-2 3,600 5.0 26x20 208/3/60 22 30 9 ARMSTRONG HUMIDICLEAN 1,2,3

SG
2

RT-3, RT-4 11,050 12.7 56x20 208/3/60 22 30 9 ARMSTRONG HUMIDICLEAN 1,2,3

1. PROVIDE WITH STEAM GENERATOR UNIT, AND DUCT DISPERSION UNIT. PIPE PER DETAILS, AND MANUFACTURER'S RECOMMENDATIONS.

2. PROVIDE WITH WALL MOUNTING BRACKET FOR STEAM GENERATING UNT.

3. SEE SPECIFICATIONS FOR APPROVED MANUFACTURERS.
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